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GOVERNMENT APPROVED MAILBOXES—3 TO 16 UNITS 




Without push buttons 


Pry-Proof Doors— The top door has a bar extending across the top 
of the government lock and welded at each end of the door. This 
bar prevents the ends of the top door from being sprung out. 

Mailboxes of six units or larger are equipped with this bar. The 
sixteen (16) unit Florence Mailbox has a top door as rigid as the 
usual three (3) unit mailbox. 

The tenant doors have a right angle flange turned down on each 
side of the door. The door and right angle flange are one piece of 
metal making this door extremely sturdy. 

Mailboxes are 4 Yl inches deep. Wall cut 4% inches deep. Mail¬ 
boxes are suitable for either single or double row mounting. 

Height of Government lock above floor for single row mounting is 
60 inches. For double row mounting, 66 inches. 

Precision Built— The parts in all Florence products are of simpli¬ 
fied design so that they may be completely fabricated by high 
speed, automatic machines designed and built by Florence engi¬ 
neers. Variable hand work is entirely eliminated. Machine or 
mechanically piloted, straight line assembly methods are used 
throughout. An efficient inspection system follows each part from 
raw material to final assembly. This procedure produces a uni¬ 
form product and assures dependable, trouble free service. 

Double Row Mounting —All mailboxes are so constructed that they 
may be mounted in a double row without additional equipment. 
When the frames are butted together there is enough room be¬ 
tween the back boxes for a 2" x4" support. 

Finishes— A — Polished. B — Satin (brushed). C — Standard 
sprayed brush brass. D — Sprayed aluminum. Other colors spe¬ 
cial on request. 


With Push Buttons 
Cat. No. 

Type of Metal Front 
and Finish 

Without Push Buttons 
Cat. No. 

100 

Chromium on brass—A or B 

102 

200 

Brass—C or D 

202 

200A 

Brass—A (Polished) 

202A 

200B 

Brass—B (Satin) 

202B 

300 

Zinc coated steel—C or D 

302 

700B 

Stainless steel—B (Satin) 

702B 

900B 

Aluminum—B (Satin) 

902B 


foNE AND TWO UNIT MAILBOxls 



Without 
push buttons 


With push buttons 
»n trim 


Compartments are same size and appearance as standard 
Government approved mailbox. 

Master door opens far enough to insert mail but not far 
enough to remove mail. 

Same metals as used in Government approved mailboxes. 

For roughing-in details and dimensions see page 3. 


With Push Buttons 
Cat. No. 

1 Unit | 2 Unit 

Type of Metal Front 
and Finish 

Without Push Buttons 
Cat. No. 

1 Unit 2 Unit 

320 

400 

Brass—C or D 

322 

402 

- . 

400A 

Brass—A (Polished) 

_ 

402A 

320B 

400B 

Brass—B (Satin) 

322B 

402B 

_ 

500 

Chromium on brass—A or B 


502 

330 

600 

Zinc coated steel—C or D 

332 

602 

370B 

800B 

Stainless steel—B (Satin) 

372B 

802B 

390B 

1000B 

Aluminum—B (Satin) 

3928 

1002B 
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Facts About Government 
Approved Mailboxes 


FLORENCE 


PRY-PROOF 

MAILBOXES 


Sprayed finishes C & D are protected by a 
final coat of clear hard surface lacquer 
that minimizes slight scratches and pen¬ 
cil marks and preserves the lustre of the 
finish. 

Tenant’s lock is the flat cylinder, three 
tumbler type made with enough key 
changes to avoid duplication of keys in 
large buildings. A chart of key numbers 
is inserted inside each master door to fa¬ 
cilitate replacement of lost keys, and 
comply with Postal Regulations. 

POSTAL REGULATIONS CONCERNING 
GOVERNMENT APPROVED MAILBOXES: 
Postal Regulations dated Feb. 1955, Paragraph 
8 (b) states: “Apartment house mana¬ 
gers shall maintain a record of key num¬ 
bers furnished by manufacturers and 
jobbers relating the key number to the 
receptacle number so that when neces¬ 
sary, new keys may be ordered.” 
Paragraph 6 (a) states: “In no case 
shall there be less than 8 receptacles in a 
group, except where the number of apart¬ 
ments is less than 8 or where the number 
of boxes cannot be evenly divided into 
multiples of 8.” 

Paragraph 7 (b) states: “Architects, 
builders, and owners of apartment 
houses should arrange for the installa¬ 
tion of boxes under such conditions as 
will permit the installation of the largest 
number of boxes with the smallest num¬ 
ber of master locks. The minimum num¬ 
ber of boxes to which one master lock 
may be attached is 3.” 

In compliance with the above regulations, 
we suggest that only one Mailbox be 
used up to 16 units wherever possible, in¬ 
stead of 2 groups. 

POSTAL REGULATIONS ON DIRECTORIES 

Revised Postal Regulations, dated Feb. 1955, 
Paragraph 11 (b) states: “In all apart¬ 
ment houses where there are TWENTY-FIVE 
or more receptacles, a complete directory, 
alphabetical by surname, of all persons 
receiving mail shall be maintained and 
kept corrected to date.” 

In compliance with the regulation on di¬ 
rectories, we suggest that you specify 
FLORENCE directories along with 
FLORENCE PRY-PROOF Government 
Approved Mailboxes. 



MR-2 Magazine Racks from 4 thru 16 
units use above dimensions 


Lock Box Dimensions 



Width 

Height 

Depth 

#L-1 

33 / 4 " 

5 " 

14" to 18" 

#L-2 

5y a " 

6 % " 

14" to 18" 


FLORENCE PRY-PROOF LOCK BOXES 


For apartment buildings, dormitories, office buildings, clubs, medi¬ 
cal centers, trailer courts, etc. 

Entire front of mailbox is of finest satin finished 14 gauge stain¬ 
less steel. Frame is of bar steel, and back portions are 22 gauge 
coated sheet steel with durable painted finish. Sturdy welded 
construction. Shipped as a completely assembled unit ready to 
fasten into the wall. 

Stainless doors are fastened to mailbox with continuous piano 
hinge and equipped with Florence lock and two keys. Card holder 
behind glass in door and at rear of lock box assembly. Door on 
entire back portion of unit. 

This equipment requires a mail room behind the Lock Boxes so 
the Post Office Lock may be installed on the door of the room for 
delivery of mail by the postman. 

Special locking covers provided at back of Lock Boxes per speci¬ 
fications or where a central office distribution of mail is desired. 



FLORENCE MFG. CO., INC. 3 
























































































FLORENCE 




APARTMENT TELEPHONE SYSTEMS 






Intercommunication telephone sys¬ 
tems for use in apartment houses 
to establish communication between 
apartments and vestibule or lobby, 
building manager’s office, service en¬ 
trance, etc. These are non-attended 
common talking systems utilizing 
receiverless, theft-proof telephone 
equipment. Power packs are available 
for use with the foregoing equipment. 

For complete details concerning this 
equipment, write the Florence Mfg. 
Co., Inc. or refer to our Intercommu¬ 
nication Systems catalog in Section 
33a/FL. 


Apartment telephone 


DIRECTORIES—Surface Mounted 


See page 3 for “Postal Regulations on Directories” 
Available with name strips or interchangeable plastic letters 

dp #1— Single row mounting, plastic cover. Steel or brass frame with fin¬ 
ishes A, B, C or D. *Uses typewritten names. 

DP #2 & DPL #2 —Single row mounting; and DP #3, and DPL # 3 , double row 
mounting. Glass cover, frame size Vs" x % w . Bronze or stainless frame 
with A, B, C or D finish. Glass cover removed by loosening screw at bottom 
and raising with upward, outward motion. Use name strips %" x 7iV # or 
plastic letters. DPL #2 and DPL #3 interchangeable plastic letter di¬ 
rectories can be furnished with piano hinged door and lock also. Any size 
letters available. 



DP #1 



DP #2—2 column directory—single row mounted 
with mailbox 


Name Strip Directories 



No. 

No. 

Overall 

Type 

of 

of 

Size 

(in.) 

Cols. 

Names 

Width 

Height 

DP #1 

1 

83* 

3% 

16% 

DP #2 

1 

31 

9 

16% 

single 

2 

62 

16 

16% 

row 

3 

93 

23% 

16% 

4 

124 

30% 

16% 

DP #3 

1 

75 

9 

33 

double 

2 

150 

16 

33 

row 

3 

225 

23% 

33 

4 

300 

30% 

33 


♦Typewritten names 


Interchangeable Plastic 
Letter Directories 


Type 

No. 

of 

Cols. 

No. 

of 

Lines 

(max.) 

Overall 

Size (in.) 

Width 

Height 

DPL #2 

1 

18 

10% 

16% 

single 

2 

36 

20% 

16% 

row 

3 

54 

29% 

16% 


; 4 

72 

39% 

16% 

DPL #3 

i 

40 

10% 

33 

double 

2 

80 

20% 

33 

row 

3 

120 

29% 

33 


4 

160 

39% 

33 


r nd supp “ e 

,.ib.,o, aa, additional infotntation 


FLORENCE 

8908-18 South State Street 


MFG. CO., INC. 

CHICAGO 19, ILL. HUdson 3-2573 



MR #1— Same size as 5 unit mailbox. Contains 
2 shelves and provides space for magazines, 
parcels, newspapers and separately delivered 
articles. Flush mounted, in same metals and 
finishes as mailboxes. Can be butted next to 
or under mailboxes for uniform installation and 
neat appearance. 



MR^2-l shelf rack shown with mailbox. 

Available to match all sizes, metals and finishes 
of Government Approved mailboxes from 4 
through 16 units. 



DP # 3—1 column piano hinged directory with lock 
Shown with double row mounted mailboxes 


Printed In U,$.A. 




























































































Digitized by: 



I N T F R N A T J O N A I 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 


BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.orq/details/buildinqtechnoloqyheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 










